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FORCING DIRECTION

VISE IN ROW
Model: HRV-50, 75, 100

Adjustable vise can clamp working plece in square, round
or irregular shapes. It enhances machine revelving rate and
shortens time of changing molds.

Saves cost.

HRV-series’ VISE IN-ROW is a kind of multiple clamp vise.
Full set of this vise is made of Tool Steel with heat treatment
more than HRC 60° of Hardness and then ground precisely
to ensure durability. It enlarges clamping dimension. No
matter what shape of working piece, such as square, round,
cylindrical or any irregular shapes, it can be positioned
quickly. Precision gear locating datum plate is adjustable so
working piece can befixed easily.

This vise is suitable for horizantal, vertical and 4-Axis CNC
Machining Centers and Surface Grinder, ...etc.

MULTIPLEDIRECTION

L XL
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STANDARD ACCESSORIES:
. 2 pecsof Alignment Wedge
. 4pesof Clamp
. 1pcof Wrench



By clamping lots of rectangular small working pieces at  Gylindrical working pieces can be easily clamped
the same time, the working table of the machinecan by using optional accessory (V Jaw ).
be used completaly and keep the machine operating

One or couple larger working pieces can be Irregular shape of working pieces can be clamped
clamped flexibly at the same time. by using optional jaw (Soft Jaw) which can be special
tailored to meet the clamping requirement of the
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FORCING DIRECTION
Model: HRV-50, 75, 100 (FD)
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STANDARD ACCESSORIES:
« 2 pesof Alignment Wedge
« dpesofClamp
+ 1 pcof Wrench
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SPECIEICATIONS { Material: Tool Steel, Hardness: HRG 58°-80°) -
Model A B C D E F G H l J K L M P Weight (kg)
HRV-5030-FD 300 | 70 30 7
HRV-5040-FD 400 80 40 o
HRV-5050-FD 50 | 500 | &6 75 a5 :{5:-%1 S0 (805700 18 10 50 14 24 15 10
HRV-5060-FD 500 : 100 50 n
HRV-5070-FD 700 110 70 12
HRV-7543-FD 430 115 65 20
HRV-7553-FD 530 75 115 65 255
HRV-7563-FD 75 630 &4 115 | 40 +001[ 115 100 18 17 &5 14 40 2 N
HRV-7573-FD 730 &5 115 335
HRV-10055-FD 550 75 125 40
HRV-10065-FD | 100 | 650 | 106 | 125 | 50 :(};sm 125 100 18 17 75 14 60 | 25 51
HRV-10075-FD 750 ; 125 75 55




Forcing Direction MAIN BODY

Assembled Parts: Model A B c
HRV-50A30 50 50 300
HRV-50A40 50 50 400
= HRV-50A50 50 50 500
=8 HRV-50A60 50 50 600
o HRV-50A70 50 50 700
HRV-75A43 75 75 430
HRV-75A53 75 75 530
HRV-75A63 75 75 630
: HRV-75A73 75 75 730
B HRV-100A55 100 75 550
HRV-100A65 100 75 650
- /"A HRV-100A75 100 75 750
FIXED MOUTHPIECE SET B A WEDGESET
Model | A | B |C | D . = c Model | A B G
HRV-50B |48 (35| 25| 8 HRV-50D | 48 | 26 | 21
HRV-75B | 73 |42 |40 | 8 HRV-75D | 72 | 42 | 36
HRV-100B| 98 |60 | 50 | 8 HRV-100D 98 | 50 | 45
SINGLE BEVEL FIXED SINGLE BEVEL MOVEABLE
MOUTHPIECESET MOUTHPIECESET
Model | A B c Model | A B C
HRV-50C | 48 | 27 | 25 HRV-50E | 48 | 13 | 25
HRV-75C | 72 | 30 | 40 HRV-7SE | 73 | 12 | 40
HRv-100C| 98 | 35 | 50 HRV-100E| 98 | 21 | 50
# Note *
HRV-5030-FD / HRV-7543-FD / HRV-10055-FD
Can clamp 3 workpieces only
FORCING DIRECTION Maximum range of the working pleces to be clamped
TP PV e w P Meoctl 151 HRV-5030-FD 199 66 22 -
= . . —— HRV-5040-FD 299 116 55 25
¥ t HRV-5050-FD 399 166 89 50
o ol VS | et LY HRV-5060-FD 499 216 122 75
—o—o—o—o0—— HRV-5070-FD 599 266 155 100
[} ¥ t HRV-7543-FD 304 110 45 —
L R 1 1 O 5 o ¥/ HRV-7553-FD 404 160 78 36
0 o o o HRV-7563-FD 504 210 112 &0
' f ' } HRV-7573-FD B804 260 145 [
2 s L 5 Wt 00 B 15 5 ot . HRV-10055-FD 384 139 57 —
— HRV-10065-FD A84 189 a1 41
HRV-10075-FD 584 239 124 66
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MULTIPLE DIRECTION

Model: HRV-50, 75, 100 (MD)

C1+D+E

C14D+E | 0000
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STANDARD ACCESSORIES:
- 2 pesof Alignment Wedge
» 4 pesof Clamp
+ 1 pgof Wrench
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SPECIFICATIONS ( Material: Toc! steel, Hardness: HRG 56°-80°) Upst-rnm
Model A B C D E F G H | J K L M P |Weight(kg)
HRV-5030-MD 300 70 30 53
HRV-5040-MD 400 80 40 61
HRV-5050-MD | 50 [500 | 59 | 75 | 25 |.3%,[90 |e0/100| 18 | 10 [50 | 14 | 24 | 15 7
HRV-5060-MD BO0 100 &0 8l
HRV-5070-MD 700 10 70 91
HRV-7542-MD 430 15 65 21
HRV-7552-MD 530 75 115 65 23.3
HRV-7563-MD | 7° [e30| 72 | 13| 40 |soo1[ms | 100 | 18 | 17 55| M | 40| 2 2%.3
HRV-7573-MD 730 65 115 293
HRY-10055-MD 550 75 125 40
HRV-10065-MD | 100 [ 650 | 99 | 125 | 50 | 23,25 | 100 | 18 | 17 [75 | 14 | 60 | 25 [ 446
HRV-10075-MD 750 125 75 496




" . 4 MAIN BODY
Multiple Direction Model A 5
Assembled Parts: HRV-50A30 50 50
HREV-50/40 50 0
e HRV-50A50 50 50
i~ HRV-50A60 50 50
. HRV-50A70 30 S0
HRV-75A43 75 75
HRV-75A53 75 75
HRV-75A63 75 75
HRV-75A73 75 75
5 _HRV-I00ASS | 100 75
b HRV-100A65 100 75
e A HRV-100A7S 100 75
e
FIXED MOUTHPIECESET
Model A |B|C | D
HRV-50B 48 | 35 (25| 8
HRV-75B | 73 |42 | 40| 8
HFW-mﬂBi 98 |80 | 50| 8
FIXED MOUTHPIECESET WEDGESET
Model | A|B | C | D Model A B C
HRV-50B1 | 48|35 25| & HRV-50D | 48 26 21
HREV-75B1 | 73 | 42 40| & HRV-75D | 72 42 36
HRV-100B1 98 |60 | 50| 8 HRV-1000 92 S0 45

SINGLE BEVEL FIXED
MOUTHPIECESET
Model | A B C

HRV-50:CT | 48 | 20 | 25
HRV-75C1 | 72 | 19 | 40
HRV-100CT 98 | 28 | 50

SINGLE BEVEL MOVEABLE
MOUTHPIECESET

Model | A B c

HRV-50E | 48 | 13 | 23
HRV-75E | 73 | 12 | 40
HRV-100E| 98 | 21 | 50

# Note ¥

HRY-5030-MD
Can clamp 3 workpieces only

MULTIPLE DIRECTION Maximum range of the working pleces to be clamped

Model L — Y . —
- iksionen HRV-5030-MD 199 85 35 -
=" T T—= HRV-5040-MD 299 135 68 44
¥ HRV-5050-MD 359 185 101 )
71 S, | ] AU HRV-5060-MD 499 235 134 24
o—0—=1 s HRV-5070-MD 509 285 167 G
¥ ¥ HRV-7543-MD 304 136 62 39
] 5] o N ) MO | 1 7] HRV-7553-MD 404 186 a5 64
- o o 7 HRV-7563-MD 504 236 128 )
- ) HRV-7573-MD 604 286 161 14
0 =i o ~th= 0 “TEaoswol 68 75 a3
1 HRV-10065-MD 484 215 108 68
HRV-10075-MD 584 265 141 93
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HRV ADJUSTABLE VERSIONS

Various combinations for Multiple usages

Model: HRV-5015 (A,B,C,D,E)
HRV-7515 (A,B,C,D,E)
HRV-10018 (A,B,C,D,E}

B RV ] = =7 =AW
Model Model Model Model Model
HRV-5015-A HRV-5015-B HRY-5015-C HRV-5015-D HRV-5015-E
HRV-7515-A HRV-7515-B HRV-7515-C HRV-7515-D HRV-7515-E
HRV-10018-A HRV-10018-B HRVY-10018-C HRV-10018-D HRV-10018-E

DIMENSIONS
N
VWM p— |
E]_}j i
L A 1 5B
e ——&p
B M detail
SPECIFICATIONS ( Material: Tool Steel. Hardness: HRC 56%-60° ) UYnitmm
Model A B C D E F G P Weight (kg)
HRV-5015 150 100 18 50400 10 50 Mé& 1.5 2
HRV-7515 150 100 18 750,01 17 75 Ma 2 4
HRV-10018 180 100 18 75+0.01 17 100 Mé 25 7




HOMGE
OPTIONAL ACCESSORIES:

VAW | For Fixed Jaw) FIXED SOFT JAW | For moveable Jaw)

Linak rmimi it ey

Model |A B |C

n '-' I-_.
HRV-50-VJ 48125121 | 8 . HFW-SG FMJ | 48 | 25 16
HRV-75-VJ 73|40 32| 8 HRV-75-FMJ | 73 | 40 | 19
8

HRV-100-VJ | 98 | 50 | 44 HRV-100-FMJ| 98 | 50 | 19

FIXED SOFT JAW (For Fixed jaw)

it Unit mim
Model Al(B|(C|D
HRV-50-FF) |48 | 25| 16

HRV-75-FF) | 73 | 40 | 19
HRV-100-FFJ | 98 | 50 | 19

Model A | B c
HRV-50-M5J | 48 | 25 | 28
HRV-75-M5) | 73 | 40 | 30
HRV-100-MSJ| 98 | 50 | 29

oo | oo | o

SUPPORTING BLOCK

IRt mremy

Model A B C D H K
5B-50A 3 17
5B-50B 475 3 29 7 20 13
5B-50C 5 22
SB-75A 3 25
SB-75B 5 30
SB-75C 72 5 40 7 35 20
SB-750 5 37
SB-100A S 35
SB-100B 5 40

T eB100C gvs + B &0 7 a5 25
5B-100D 5 47

S

DP-B 19 30 ) 10 13 43 = —
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ALUMINUM VISE
Model: Crownflex-4010, 5015

The vise body is made of high tensile aluminum alloy and
designed for continuous, light-duty operation,

It is suitable to use with the groove and hole systems of CNC
machining centers and milling machines.

« Quick change jaws
+ Double and centralized chucking in one system
+ Centralized chucking for high precision

Model

Crownflex-4010
Crownflex-5015




Double and
centralized
chuckinginone
system

It'is a versatile vice whether milling,
drilling or grinding, offers flexible
applications, high precision clamping
and excellent repeatability. High
tensile aluminum alloy ensures

durability and exceptional stability.

: Acentralized chucking

¢ system that always locates

i symmetrically on zero. Itis

: formed from the double

¢ chucking system by simply

{ screwing in the centering bolts.
¢ The changeover time from

¢ double chucking will be within a
| minute.




215753
209782

PATENTED ALUM{INUM VISE

|
:'.
-\__"._

| Steel balls recessed in the body

: allowing the cover plate to be

: positioned without “play” due to an
i undersize of the taper bore,

i Thisguarantees absolute and exact
: positioning.
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i Setup takes place easily in seconds
i whether changing jaws or changing
i fromcentralized to double chucking
: for thevise.

Integral jaw
i brake for easier handling

Itis a compact structure of integral jaw brake for this vise. Once set up, the brake function
: remainsactive in repetitive chucking operations. This function greatly
: facilitates damping operations, especially when it is being used vertically.




PATENTED MULTI-POWER FIXED ANGLE
126219 PRECISION VISE (EXTENDED TYPE)
M307481 Model: HMAV-160, 200

The SUPER-CPENING design allows the jaws to open 310mm
for HMAV-160 and 395mm for HMAV-200, With the Jaws
mounted externally, the maximum work holding capacity is
450mm for HMAV-160 and 550mm for HMAV-200.
ANGLE-LOCK MECHANISM provides downward pressure
on Jaw during clamping ensuring Jaws remain parallel and
work is held accurately.

HMAV-200

HMAV-160

The patented MULTI-POWER SYSTEM
built of HIGH GRADE BEARING STEEL
provides extremely high clamping
pressure. The pressure is more
consistent and eliminates all leakage
and maintenance problems assodiated
with Hydraulic Vises,

HEAV-160
STANDARD FIXED ANGLE
PRECISION VISE
(EXTENDED TYPE)
Model: HEAV-160, 200

This vise has the same features as model HMAY above but
has standard clamping Leadscrew instead of the MULTI-
POWERSYSTEM.The SUPER-OPENING design allows

the jaws to open 340mm for HEAV-160 and 425mm

for HEAV-200. With the Jaws mounted externally, the
maximum work holding capacity is 380mm for HEAV-160
and 580mm for HEAV-200.
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DIMENSIONS FOR 2 JAW PLATE POSITIONS

S3SIA
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DIMENSIONS

: @
e
| A
SPECIFICATIONS { Manerial: FOD 60 Ductile ron. Hasdones: HRC 502) o
Model A B C D F G I
HMAV-160 19 15 18 1492 85+ 0.0 140 | 141 +002
HMAV-200 19 18 18 240 100+ 0.01 160 | 190£002
Model J K L m M1 Weight (kg)
HMAV-160 740 628 240 310 140-450 50
HMAY-200 830 730 280 395 155-550 | G5

B
o —— _'__'T"
—Emr— ﬁ' [
£ ——— 1
Y H———e— et i ! e e
| SRS ]
| «:&ﬁm = A
J | K
SPECIFICATIONS ( Matehal: FOD 60 Ductile Iron. Hardie s HRC 50¢) Uit mrm
Model A B C D F G I
HEAV-160 19 15 8 | 182 | 85£001 | 140 141 £001
HEAV-200 19 18 18 240 1002001 | 160 | 190x001
Model J K L M M1 Weight (kg)
HEAV-160 G683 628 240 340 140-480 | a0
HEAV-200 775 730 280 425 155-580 I g5
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PATENTED
M395751
M287204

The patented MULTI-POWER SYSTEM built
of HIGH GRADE BEARING STEEL provides
extremely high clamping pressure.

The pressure is more consistent and eliminates
allleakage and maintenance problems
associated with Hydraulic Vises.
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SPECIFICATIONS (aterial FCD 60 Ductde lion. Hardness HRC 507)

SUPER OPEN QUICK ACTION VISE
Model: HSAC-160

« Patented MULTI-POWER SYSTEM provides extremely high
clamping force of 0~4500kg.

» Norisk of loss of clamping pressure.

« Norisk of il leakage like Hydraulic Vises.

+ More compact than Hydraulic Vises.

» Body has ONE-PIECE CONSTRUCTION for high rigidity and
precision.

» ANGLE-LOCK MECHANISM provides downward pressure on
Jaw to ensure parallel dlamping.

« Both surfaces of Slideways are HEAT TREATED.

« Large opening capacity up to 300mm.

Unitrn

Model A B C D E F

Welght(k)

HSAC-160 200 15 | 300 | 77 | 610 | 136

158

82 | 63 | 200 | 240 | 190 | 840 | 18 58




STANDARD ACCESSORY:

PRECISION UNIVERSAL VISE

e Model: UV-80, 120
« Precision graduation for accurate reading
- Horizontal swivel through 3602
« Tilts 45> vertically
» Its swiveling and tilting features make this unit well suited
for straight or inclined surface, angular drilling machining on
various machine tools as precision grinding machine, boring
and milling machine, electrical discharge machine, etc.
o E .
Uv-80 5 E 2 uv-120 "
- ¥
(T =5 111 I E:.:_[ﬁ B P 7 Hj ; Q
e [ | L]
= TR aiHoE=lolE | e o~
SITTTLE : B = -
3 o . 0 R | EJ I ?
E F ] |- - | (3
SPECIFICATIONS (Material Vise: Steel f Base: FCD 50 Ductile fron ) Wi, e
Model A B e D E F G H I J K L | Weght(kg
Uv-ao 137 753 32 g 160 180 1o it 16 32 15 - 12
UvV-120 23 128 53 150 310 300 180 125 18 &0 25 a8 54




PRECISION ANGLE LOCK
MACHINEVISE
Model: 6” SUPER-OPEN 8"

PRECISION ANGLE LOCK
MACHINE VISE
Model: HAV-4", 5%, 6", 8", 12"
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FEATURES

1- Two set screws in the Fixed-law ensure that it does not tilt
backwards when a very high damping force is applied.

S3SIA

2 w Iron Leadscrew Cover protects Leadscrew from swarf,
3- Both sides of Slideways are HEAT TREATED .

4- ANGLE LOCK MECHAMISM creates downward pressure on
Jaw ensuring both jaws are parallel during clamping.

5- Meedle Bearing Thrust Collar cuts friction and increases
clamping pressures 80%,

DIMENSIONS
a

1 c 1 il H i

;B AT B
— . ——tm—
- ] ] B
. o i ! Jm[_%} |[*[[1

[HI] 1 =K L
¥ £ '—r—lj]-‘l_h .y _l j i : 1-.
i | == e
ls o | ol '

SPECIFICATIONS Uik mand
Model o o TR S
HAV-4" 107 4 154 51345 220 8% 271 10% | 87 |39%a| 30 | 1%
HAV-5" 110 4t 163 &% 249 % 304 12 98 (3% 32 | 14
HAV-6" 138 5% 201 8 304 12 368 14 (10| 4u] 40 | 1%
HAV-8" 198 7% 264 10% 402 15 476 18% | 136 |53%| 55 | 2%
HAV-12" 320 125 400 15% 480 18% 560 22 [219]|8%] - | -
Model C D E F G H I J K | Weight(kg)
HAV-4" 07| 4 | 242 9% | 318|124/ 230 | 946 | 172 | 6% | 14 | % [ 15 |2 | 16 | % | 58 | 2% 20
HAV-5" 10| 4% | 280 11 [355] 14 | 256 [10vie 210 | 816 | 15 | 42| 15 [ 952 ] 16 | % | 66 298] 20
HAV-6" 138 | 5% [ 336|131 405 [15% 300 | 1134|238 |03 [ 19 [ 34 | 18 | 3 |18 | 3% | 72 %] 41
HAV-8" 198 | 73 | 422 |16%| 555 [2134] 380 15 [305] 12 | 19| 3 | 24 | %ie| 18 | % | 84 [3%| 80
HAV-12" 320[12| - | - |738[20me] - | - [408[16¥s] 19| 3 | 24 [®6s| - | - |102] 4 | 125

SPECIFICATIONS (Mateshal FCD 55 Ductle iron Hardness: HIRC 457 ) Uniemminds
Model . P i e I

6" SUPER-OPEN 8" | 190 74" 263 103" 349 133" 413 e |14 | 4] 42 | 1%
Model C D E F G H I J K | Weight(kg)

6" SUPER-OPEN 8" | 198 | 734" | 336 [13%"| 433 [ 17" | 300 |1034°| 238 [9%"| 19 | 34" | 18 | 34" | 18 | 3" | 75 |2ses| 50




SUPER-OPEN MILLING VISE
Model: H-400, 600, 800

8" JAW OPENING ON H-400 VISE

11" JAW OPENING ON H-600 VISE

14" JAW OPENING ON H-800 VISE

Except the Hydraulic System, it has almost the same
features with HH-Type HYDRAULIC MACHIME VISE.

1 G — .
‘? ..,p‘ r | -h-.-H-i-
— ————— =l
E;—/,,u [ ——he=—= ||f o
Gy —— | — _{‘J_’_'_l'l._‘:.'l_'r
4 Ll "' *I
) A ] F
SPECIFICATIONS Ui finch
Model A B C D E F G H | Welght (kg)

H-400 | 394 1594 148 |sBe| 200 | & [ 224 sBng 105 | 4 [204 4| 35 [13s] 19 [ 38| 15 [9r32] 19
H-600 | 535 || 200 778 | 275 | 11 | 280 | 1viss| 142 | 519|256 [105a] 32 | | 19 | 31 | 15 [19r32] 45
H-800 | 605 [1l34s) 250 | 10 | 336 | 14 | 336 |131564) 144 |58ise| 300 |11Bag| 40 [137sa] 19 | 3/ | 15 |19/32] 75

TILTING SUPER-OPEN VISE
Model: HHY-100, 150

Qur most popular angle milling vise

« Tilts up and down.

+ Base swivels.

« High quality casting with ground finish.

+ Easyand light operating, 4 holes can be firmly clamped quickly.

« Type HHY-150 jaw's opening 310mm, 2 times larger than the
narmal milling vises.

+ Except the Hydraulic system, it has almost the same features
with HW-Type HYDRAULIC
MACHINE VISE.

SPECIFICATIONS
Model A B C D E F G H 1

HHY-100 195 42 170 270 405 228 168 19 15
HHY-150 214 40 310 336 485 300 238 12 15
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HYDRAULICMACHINE VISE

Model: HH-100, 125, 150, 200

Constructed with HYDRAULIC CYLINDER, which absorbs
cutting vibration and improves the precision of machining
whilst maintaining a high damping force.

The clamping force can be adjusted acourately by use of a DIAL.
Vise Body is made of high tensile cast iron. The Sideways are
hardenad and ground to ensure rigidity, durability and minimal
deformation.

The vise Jaws are made of a special hardened ALLOY STEEL and
are precision ground,

E
SPECIFICATIONS Urik: ey
Model | A | B | c|D|[E|F|[6|H |1 | 3| K| L |cmpingtorce| Welghttke) | Weight(ks)
HH-100 | 105 | 36 | 170 | 525 | 440 | 135 [170| 85 | 58 | 80 | 110 | 147 2500 21 7
HH-125 | 130 | 48 | 220 | 670 | 550 | 175 | 207 | 120 [ 70.5 | 97 | 125 | 195 3000 38 8
HH-150 | 130 | 53 | 300 | 800 | 620 | 182 [ 225 | 135 |82.5| 16 | 130 | 210 4500 33 n
HH-200 | 200 | 62 | 300 | 200 | 680 | 260 | 280 | 162 [ 100 | 160 | 159 | 260 | 8000 o5 13
TILTING HYDRAULIC
MACHINE VISE
Model: HW-100, 150
- Constructed with the same specifications as the HH-Type above,
- Having the added tilting function itis particularly well suited to
many jig and fixture making applications as well as being more
versatile for general machining work.
SPECIFICATIONS
Model A B C d e f
HW-100 | 105 | 38 170 | 547 | 340 | 165 | 19 155
HW-150 | 150 | 53 | 300 | 790 | 435 | 225 | 250 | 187

S3SIA ﬁ



LOCKII MACHINEVISE
Model: HMC-6"

This is the “Just Right" vise for use on all your tape controlled
machine tools. What the vise doesn't have is a coolant through.
This enables you to anchor a series of these vises snuggle side-
by-side on the machine bad. A number of similar parts can be
clamped and machined at the sarme tirme, with minimurm center-
to-center machining distance. Up goes your proaduction rate;
down goes costs. Both sides are precision ground square to
bottom and parallel with each other and so the vise can also be
used at vertical position with its vise bed perfectly perpendicular
to the machine table.

» Can be placed side-by-side on your N/C equipment.

Permits fast acourate multiple machining.

« Sides ground.

« ACCURACY Both sides sguare to bottom to 0.01mm and parallel with
each other to QU02mm (Al others same as HAV-6" Vise)

« Keyways on bottom 1o steady jaw plate.
T P - S .
B o |
P _;_ L n | ; i%/i
. b 1.aa =| I . A
- l L
SPECIFICATIONS (materiatFcD 55 Ductile kon) ——
NO Model A B C a b cl d e f Weight (kg)
V-66 HMC-6" 156 44 146 370 18 119 75 19 438 32
ANGLE LOCK DRILL PRESS VISE
Meodel: HDV-100, 130

« ANGLE LOCK MECHANISM produces downward pressure on
Jaw during clamping, ensuring that both Jaws are parallel anc
work is held accurately.

+ Built of high tensile (FCD 55) Ductilelron

Slideways and underside of vise are precision groundead.

» The Stepped law Plates are hardened to HRC 50° and precision
grounded.

: 7 * JAW OPENING
i ‘ % = .-'jl
I — [11]
SPECIFICATIONS ( Mateslal:F D 55 Ductile Iron ) Ui
Model L w H Jaw Plate Height | Jaw Plate Width Jaw Opening | Weight{kg)
HDV-100 277 140 a3 43 100 a5 65
HDV-120 316 175 83 43 130 105 8.2
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UNIVERSAL 3-WAY TILTING VISE

Model: HY-3", 4", 5"

Material is highest quality Ductile lron FCD 55.

It's durable and won't be broken.

- Anglescan be setin three dirnensions.

» The 360° tunable base is graduated in degrees.

« The vise can be elevated through %0° from the horizontal to
the vertical position, and it can also be tilted on its lower angle

setting base upto 45 in both the left and right directions.
« The vise can be securely locked in all of its three settings.

r - A 1 e
-4} it . e B Id% = I ﬂ
a1 Mo PRe
| ==
[ ] | 1
SPECIFICATIONS {Materkak FCD 55 Ductilelron ) Uiz rvum
Model A H L VertialHeight | Weight (k)
Hy-3" a0 30 | 150 396 386 | 17
HY-4" 105 38 | 172 460 470 33
HY-5" 140 40 | 205 625 590 . 45
K-TYPE MACHINEVISE

Model: HKV-100, 125, 150, 200

A
b B Enﬂ{%ﬁ | —
.k. | =]
- s -
o
o = smcle
e — )
he [.I' ‘[' L
| ol La-
.
a
SPECIFICATIONS Uit een
NO | Model E a b h1 | h2 | g1 | g2 | Weight(kg)
V72 | HKV-100 | 100 160 | 114 | 30 | 25 10 10 10
V-73 | HKV-125 | 125 210 | 155 | 38 | 23 10 10 16
V74 | HKV-150 | 150 245 | 175 | 40 | 40 13 13 26
V-75 | HKV-200 | 200 340 | 230 58 45 17 17 52

S3SIA H
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