DIVIDING
EQUIPMENT



OPTIONAL ACCESSORIES:
« Tail Stack

- Dividing Plate Set

78" or 9" 3-Jaw Chuck

SPECIFICATIONS

X -
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UNIVERSAL TILTING ROTARY TABLE
Model: HUT-300

+ QUICK MANUAL INDEXING.
= Suitable for milling, bering, shaping, drilling, dividing, setting
anglesand for circular cutting.

‘: Tilting range of 80 degrees from horizontal to vertical position.

For the tilting operation each turn of the handwheel tilts the
table by 3 degrees.

« 24 indexing holes around the edge of the table allow quick
manual indexing.

- Graduations are large and clearly marked for quick and easy
setting of complex angles.

et o

Model A B C D E F GEARRATIO | GENTERHOLE | DIRECTINDEXING | Weight (k)
HUT-300 | @300 185 405 228 336 444 90:1 MT-5 2 %f’z% 8, 93
Dividing Plate Set NUMBER OF HOLES:
For HUT-300 APlate: 9 28,34, 41, 47,10, 29, 35,43, 49
Model: B Plate: 21, 31, 37,44, 53, 26, 32, 38, 46,59
HUT-300DP C Plate: 61, 71, 77,83, 91, 67, 73, 79, 89,97
Tail Stock i T
For HUT-200 _@'
Model: |
HUT-300TS ﬁ
naka
—{H
B8 '
SPECIFICATIONS ULRSE s
CenterHeight
Model A B c o Wi E Welght (kg)
HUT-300TS 200 196 190 230 13 16 23

LNIWdING3 2NIaIAID



LNIWdIND3 DNIIAID -

EHomas=

SUPER DIVIDER
Model: HSD-7"

« Superior accuracy
+ "One-Touch” Operation
«+ Savesenergy

OPTIONAL ACCESSORY:

« 7" 3-Jaw Chueck

SPECIFICATIONS

{ Matesial FCD 55 Ductile lrom )

Ulnae; e f enh

Model DIRECT INDEXING C D1 E1 E2 w1 Weight(kg)
HSD-7" 23968 | 138 |sinet| 102 [79n6"| 230 |owner| so 3582 16 | 5 36

Model L1 L2 L3 L4 Intemal Dia. (d2) Permissible Load
HSD-7" 260 [ 1014 160 | 614" | 273 |103@"| 132 [51384"]  Max.56(214") Max. 50kg (110 |)
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IMPORTANT:

For repeated operation, make sure the Lever is
always turned back to the starting point after each
dividing operation.

OPERATION

- Set the divisions by turning the required Selector Pins through
half a turn with a Screw Driver,

« Moving the Lever clockwise will unclamp the Table and rotate it
tothe next selected division.

» The Table will be stopped at the division by the plunger.

- The Table is clamped when the Lever is returned to it's original
position.

EASY SELECTION OF DIVIDING POSITIONS ONE ACTION POSITIONING

The division are easily and quickly set by simply turning the Only one hand is required to unclamp, index and clamp the Table
Selector Pins through half a turn with a Screwdriver. due to the unigue 'HOMGE' design. Lever action is light and
quick.

CAUTION

» Do not move the Lever until the Divider has been fitted on the machine table. The Lever can only be operated once the
unit is clamped firmly onthe machine.

+ Always return the Lever to the clamped position after each movement to prevent jamming.

+ Donotforce the Lever if it jams through mis-operation, simply turn the Selector Pin to the passing position in ordertofree
the Lever.

+ Do not commence machining until the plunger has stopped the Table from rotating and the Lever has baen returned to
the clamped position.

LNIWdING3 2NIaIAID H
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OPTIONAL ACCESSORY:

+ 3-Jaw Chuck
4" or 5" 3-Jaw Chuck for BS-0
5" or 6" 3-law Chuck for B3-1

SPECIFICATIONS

SEMI-UNIVERSALDIVIDINGHEAD
Model: BS-0, BS-1

Semi-Universal Dividing Head is a simplified type of Universal
Indlex Center and can be used for direct and indirect dividing.
Mo accessories for the differential dividing and spiral work are
included, but the whole construction of the dividing head and
tailstock are identical with those of the universal type.

The unit has a Direct Indexing Plate with 24 holes enabling the
direct dividing of 2, 3, 4, 6, 8, 12 and 24 divisions. Three further
Indexing Plates are provided as standard to facilitate indirect
dividing of all divisions from 2 to 50 and also most useful divisions
up to 380,

REMARK: “ Operation and Service Manual * is included for
reference

LindE rers S vy

Model A B C D E F G Weight (kg)
BS-0 189 | 7716 | 160 | 61964 | 100 | 31506 | 173 [61n6] 16 | 5/8 | 91 | 33784 [ 140 5334 22
B5-1 293 |13 N0 | 81Ts4 | 128 | 5382 | 220 |8As2| 16 | 58 | 114 | 43184 | 156 | 6%54 32
TAIL STOCK For SEMI-UNIVERSAL DIVIDING HEAD BS-0 & BS-1 i v i
Model a b ¢ d e f TeperofCenter | lameter of
BS-0 | 90 [3364] 105 [asst | 16 | 5/8 | 100 [315n6] 166 [63m4] 127 [ 5 | B&SNo7 18
B5-1 108 | 4104 | 134 |51864| 16 | 5/8 | 128 | 5332 | 184 | 714 | 150 [533 B&S Nos 20
STANDARD ACCESSORIES:
DIVIDING PLATE A, B, C.
NUMBER OF HOLES OF DIVIDING PLATE (WORM GEAR REDUCTION RATIO 40:1)
Plate A 15 16 17 18 19 20
Number of holes Plate B 21 23 27 29 El 33
Plate C 37 29 41 43 47 49
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UNIVERSAL DIVIDING HEAD

Model: BS-2

The HOMGE'S Universal Dividing Head is designed for all types
of gear cutting. Precision dividing and spiral dividing ( except
Type BS-0, and BS1 ) work with greater precision and efficiency
than has been possible befaore, The center face can be tilted
from a horizontal position of 20° down to -10° from vertical, and
inclinations can be read off a scale graduated in degrees. The
center is built to the highest engineering standards and is factory
inspected and tested to ensure complete satisfaction The ratio of

worm to gear is 40:1.

REMARK: “ Operation and Service Manual “ is included for

referance

LNIWdING3 2NIaIAID ﬁ

H1
OPTIONAL ACCESSORY:
3w Chuck | o]

« & or 7" 3-Jaw Chuck for BS-2 el
SPECIFICATIONS Unit: mum Jinh
Model A B H h a b g Taperofcenter |  Weight(kg)

BS-2 | 365 [14133) 272 |1045i4 236 |9194[132.7|51554] 213 |825m4| 134 |5982| 16 | 5/8 | B&SNoa0 63
TAIL STOCK for UNIVERSAL DIVIDING HEAD BS-2 Unit men finch
Model Al al b g1 H1 Center Height (h2)
BS-2 194 | s | 177 | esaes | 125 | 4% | 16 | 58 147 | 5584 |Max.138] Min. 115
STANDARD ACCESSORIES:
DIVIDING PLATE A, B, C.
NUMBER OF HOLES OF DIVIDING PLATE (WORM GEAR REDUCTION RATIO 40:1)
Plate A 15 16 17 18 19 20
Number of holes | PlateB 21 23 27 29 3 33
Plate C 37 39 4 43 47 49
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OPTIONAL ACCESSORIES:

= Tail Stock.
TS-4forCC-58"
T5-5 for CC-8"
+ 3-Jaw Chuck
&" 3-Jaw Chuck

for CC-6"

8" 3-law Chuck for OC-8"

SPECIFICATIONS

SIMPLE INDEXING SPACER

Model: CC-6", CC-8"

The Simple Indexing Spacer can be mounted on milling

machines, drilling machines and other machine tool wherean

indexing fadility is required. The 3-jaw chucks of both the CC-67

and the CC-8" models have a large through bores of 44mm and

B3mm respectively.

These Indexing Spacers are designed for using in horizontal or

vertical positions. The master Indexing plate has 24 divisions and

is permanently fixed inside the indexer, Divisions of 2, 3,4, 6, 8

and 12 can also be achieved by the use of the sub-plates, which

can be installed quickly following these steps:

1. Open Rear Cover

2, Insert Plate

3. Close Cover

4. Loosen Locking Handle

5. Move Dividing Pin so as to separate it from the Master Plate.

6. Turn the Chuck. When the Master Plate and Sub Plate are
aligned the Pin will lock into the slot automatically.

7. Fasten Locking Handle ready for machining.

REMARK: "Operation and Service Manual” is included for
reference

. A - T'E'T" C Y
AT

Model | 2T | A B C D E a b h g | pometrss | Weight®g)
CC-6" | 2346 | 260 | 218 | 133 | 167 | 27 | 190 | 10 | 25 | 6 44 23
cce” | 81224 [ 32 | 270 [ 157 | 210 | 28 | 220 | 135 | 150 | 16 63 41
TAIL STOCKFOR CC, CS-TYPE
Model: TS-4,5

When using indexing
spacers in vertical e

position, these Tail 1
[% o ; E
<l ﬁ

Stockscan be used 1o
support the workplece
and ensure accurate
alignment.
I._I‘-':.
SPECIFICATIONS Uini: mamy
Model Suitable for A B C G e L E F Weight (kq)
T5-4 CC-6"/C5-6" 123 147 16 138 115 124 177 8.2
TS-5 CC-8"/Cs-8" 123 184 16 170 130 | 204 184 B5
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SUPER INDEXING SPACER
Model: CS-6", C5-8"

In addition toall of the features of the Simple Indexing Spacer, the
Super Indexing Spacer incorporates a Worm Gear and is supplied
with a Face Plate. With the further addition of the optional
Dividing Plate Set, it can also be used as a Dividing Head,

The WORM is hardened and precision ground to minimize the
wear out of the WORM GEAR.

REMARK: "Operation and Service Manual" is included for
reference

d i
A [
=
OPTIONAL ACCESSORIES: e
» Tail Stock v
T5-4 for C5-6" L ]
TS-5for C5-8" TR AT T
= Dividing Plate Set |
DP-4 for C5-6" =
DP-5 for C5-8"
» 3-Jaw Chuck |
6" 3-Jaw Chuck for C5-6" = Hl:lr-— |
8" 3-Jaw Chuck for C5-8" ) 9 |
+ H ]
SPECIFICATIONS Unit mn
Face plate
Modeal DIRECT INDEXING A B C a b c Suterdlameterl . Thickaess
Ee 23,468 | 250 | 244 | 190 | 190 | 140 | 17 203 50
cs-g" 12,24 310 295 212 225 160 142 258 58
Model d e f g h i j K Weight (kg
C5-5" 420 a7 &5 16 130 198 84 18 35
cs-g" 460 108 76 16 160 245 a5 18 70
DIVIDING PLATE SET
Model: DP-4, 5
NUMBER OF HOLES:
DP-4,5
APlate.... 25, 28, 30, 32, 34, 37, 38, 30, 41, 43, 44, 46, 47, 49, 51, 53,
57,59

B Plate.... 61, 63,67, 69, 71,73, 77,79, 81,83, 87, £9,91,93,97,99

DP-4 for C5-6"
DP-5 for C5-8"

LNIWLIND3 DNIAIAID ﬁ
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OPTIONAL ACCESSORIES:

HORIZONTAL / VERTICAL

ROTARY TABLE
Model: HHV-150, 200, 250, 300, 350,400

The work table is graduated 360 degrees around its crcumference
and is driven by a precision Worm and Gear providing a 90:1
reduction ratic, One turn of the Handle moves the Table through 4
degrees. The dial is graduated in divisions of 1 min. and the vernier
scale allows readings down to 10 seconds.

« The Warm is hardened and precision ground to minimize wear

out of the WORM GEAR.

» Both the upper and the lower surface of the ROTARY PLATES are

precision ground.

REMARK: "Operation and Service Manual" is included for
reference

« Tail Stock

+ Dividing Plate Set

+ 3=Jaw Chuck

SPECIFICATIONS Wit muans

Table Base dimension | Boltslots T5LOT | Horizontal

Model D H A B K e Type | e Mmiwm
HHV-150 150 a2 220 160 18 1 & MT-2 20 39 13
HHV-200 | 200 | 120 | 310 | 295 18 13 ® | M3 | L. [ A ]
HHV-250 250 120 320 280 18 13 & MT-3 9011 G2 123 41
HHV-300 300 140 410 325 18 16 & | MT-4 ’ 98 195 ]
HHWV-350 350 140 460 380 18 16 & MT-4 | 147 294 98
HHV-400 400 140 510 435 18 16 @ | MTS | 195 390 130




SPECIFICATIONS
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TAIL STOCK
Model: TS-1, 2,3

This TAIL STOCK can be used for accurate centering when the
Rotary Table is used in vertical position,

Lira; mms

Model Suitable for A B C Vax g Win Weight (k)
HHV-150TS HHV-150 127 110 166 113 100 a3
T5-1 HHWV-200 f HHV-250 230 247 210 190 110 13
T5-2 HHY-300 230 280 210 220 140 15
T5-3 HHV-350 f HHV-400 230 330 210 264 184 17
Model: DP-1, 2,3
The DIVIDING PLATE SET is consist of 2 Indexing Plates, a Sector and
a Handle with Plunger. Using this DIVIDING PLATE SET, the indexing
of 2 to 100 divisions can be attained quickly and accurately,
NUMEBER OF HOLES:
DP-1 APlate/15,16,17, 18,19, 20
BPlate/21,23,27,29,31,33
CPlate/ 37,39,41,43,47,49
DP-2,3 APlate/26, 28, 30, 32, 34, 37, 38, 39, 41, 43, 44, 46, 47,
49,51,53,57, 59
B Plate /61,63, 67,69, 71,73, 77, 79, 81, 83, 87, 89, 91,93,
97,99
SPECIFICATIONS Uit e firvch
Model Sultablefor Dividing platesetsarew |Innerdismeterofsectorarm | Outerdiameterafsprngdip !&onm hlmluﬁh] Weight (k)
DP-1 HHV-150 PCD. % 0 21 (.83 18 0.71 g 0.03 2.5
DP-2 | HHV-200,250 | PCD. (3holes) 70 | 29 104 23 091 10 0.39 4
DP-3 HHV-300, 350, 400 | PCD. (3holes) % 33 1.30 = - 12 045 4
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SUPERIOR UNIVERSAL
DIVIDINGHEAD
Model: HCM-2

+ The Universal Dividing Head can be used for Simple Dividing
and also for producing worms, by changing gears and gear
quadrant. A particular feature of the HOMGE design is the
55.5mm through bore and MT6 taper. Furthermore, the unit
can also be tilted from O 1o 90 degrees.

+ The Spindle, Worm and Gear are made of a high grade steel,
hardened and ground for high accuracy and durability.

« The Tail Stock is designed with a dovetail construction for high
rigidity and can be adjusted in each direction to achieve the
correct alignment.

« The Worm and Gear provide a reduction ratio of 401 and the
unit is supplied with a double sided Dividing Plate.

» Providing divisions on face Aof 24, 25, 28, 30, 34,37, 39,41,42 &
43 and onface Bof 46, 47,49, 51, 53, 54, 57, 58, 59, 62 & 66.

» The Change Gears supplied are 24, 28, 32, 38, 40, 44, 48, 56,54,
72,86 & 100 Teeth. Thus, a very wide and comprehensive range
of indexing is achievable,

» Each Universal Dividing Head is supplied complete with center,

carrier, change gear guadrant, set of change gears, Tail Stock

+ 7" 3-Jaw Chisck

Center Height of Tail Stock

Max. 165 mm
Min. 38 mm

SPECIFICATIONS

Model A B C D E F G
HCM-2 | 245 [omma| 335 [133n6 | 152 | 6 | 166 [evma| 198 [725m] so [vsms | 52 | 2mms
Model H h J K L Weight (kg)
HCM-2 | 143 | s | 285 | 1@z | 194 | 758 | 465 | 18516 | 265 | 10716 132
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